
CORNICE INSTALLATION
INSIDE MOUNT 
NOTE:
The brackets for your shade will come installed on the cornice (if the cornice 
and shade are ordered together).
Install cornice before installing the shade. 
Inside Mount cornices are made 1/8" less than the ordered width of the shade.

1. Hold the cornice to the top of your window frame and set it back until it is
flush with your wall or until it is touching the back of the window opening.
Be sure the cornice is centered in the opening.

2. Predrill holes through the cornice for your screws:
a. 12" maximum from each side
b. Space between screws should not exceed 24"

3. Secure your cornice to the window by screwing through each hole you
predrilled .

4. Once the cornice is mounted, you can then install the shade.

CORNICE INSTALLATION 
OUTSIDE MOUNT

NOTE:
The brackets for your shade will come installed on the cornice (if the cornice and 
shade are ordered together). 
Install cornice before installing the shade. 
Outside Mount cornices are made 1" wider than the ordered width of the shade.

1. Make sure the surface you intend to install your cornice hardware is sturdy enough to support the
brackets. You will need to screw into wood studs that are strong enough to securely bond with the
included screws or you will need to use fasteners to securely support the brackets. Please note
secure fasteners are not included.

2. Center the cornice over the window opening at your desired height. Mark the position of the ends
of the cornice on the wall. Measure in 6" from each end and using the cornice bracket mark the
screw holes with a pencil.  If you have additional cornice brackets, space them evenly between the
outer brackets. Make sure all the mounting brackets are level with one another.

3. Pre-drill the holes for each cornice bracket and then secure the brackets to your mounting surface.

4. Place the cornice on top of the brackets and center it to the window.  Check again that the cornice
is level. Hold the cornice in place and screw through the top of each bracket into the cornice.

5. Once the cornice is secured to each bracket, then you can install the shade.
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